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Belimo SelectPro™ — informace k pouzivani

dalSich dotazu kontaktujte nasi zakaznickou sluzbu nebo se obratte na pfislusného partnera
spolecnosti Belimo.
Odkaz na Contact Information
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Po spusténi softwaru se zobrazi moznost stazeni veskerych datovych listl ve formatu PDF pro
offline provoz vSech produktd dodavanych se softwarem. V pfipadé, ze datové listy nestahnete,
program se je pfi kazdém otevreni pfislusného datového listu pokusi stahnout z internetu (za
pfedpokladu, Ze je k dispozici aktivni pfipojeni k internetu).

Datové listy v8ak Ize stdhnout i pozdéji, kdykoli budete chtit.

-
Download PDF Cutsheets

BELIMO

There are 213 POF Cutsheet Information Files available for download. The total size is appraximately 1359 MB.
These files provide product information which you can view while browsing for parts, but are not required for the
application to run f you do not download them now, they will be downloaded as needed as long as an internet
connection is available

Would you like to download the files now?

PDF File Folder C'\Uisers\sevicya'\Desktop\Beimo SelectPro\PDF [ Browse... |
Auvailable Space on Drive: 434505 MB

[ Open with POF downioad Open without FOF download |

Don't Show Again

1. Hlavni funkce softwaru Belimo SelectPro™

V nabidkach Soubor (File), Nastroje (Tools) a Napovéda (Help) vyvolate dalSi funkce napovédy a

1.1 Soubor (File)

New... Strg+N
Open... Strg+0
Save... Strg+S

Export To Excel...

Download Pdfs...
Print...  Strg+P
Exit...
Novy (New) Zahajeni nového projektu
Otevrit (Open) Otevieni ulozeného projektu
Ulozit / Ulozit jako (Save / Save as) UlozZeni projektu do souboru ve formatu .bel

Export do formatu Excel (Export to Excel) Export dat ze softwaru Belimo SelectPro™ do
souboru programu
Excel (viz nize uvedeny priklad)

Stahnout soubory PDF (Download PDFs) Stazeni datovych listl ve formatu PDF, pokud k tomu
nedoslo jiz v okamziku prvniho otevieni nastroje

Tisk (Print) Vyvolani nabidky Tisk

Konec (Exit) Ukongeni nastroje
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1.2 Nastaveni (Settings)

File Settings Help

Edit Customer Information...

Se Change Calculation Units...
Change Language...
{ Pre Options...

Uprava zakaznickych informaci (Edit customer information) Kontaktni udaje
zdkaznika a spolecnosti Belimo

Na tomto misté se zadavaji kontaktni udaje zakaznika. Tyto
udaje budou pouzity na vytisténych dokumentech, které v
programu vytvofite. Neznate-li své zakaznicke €islo,
kontaktujte nas. Pro pouZiti tohoto nastroje neni zakaznické
Cislo vyzadovano.

Zména kalkulaénich jednotek (Change calculation units) Na tomto misté Ize vybrat
jednotky prutoku a tlaku

Zména jazyka (Change language) Vybér jazyka programu

Moznosti (Options) MozZnost nastaveni proxy serveru

1.3 Napovéda (Help)

Fle Settings Help
Belimo SelectPro Manual...
About...

Cmlmmt DA

Pokyny k programu Belimo SelectPro (Belimo SelectPro Manual) Stazeni pokynl
k programu Belimo SelectPro™

Informace (About) Informace o verzi

2. Belimo SelectPro™ — provoz

2.1 Reference projektu, Nazev projektu, Sestavil

rFed
BEL' M 0 Project Reference Project Name Created By
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V polich Reference projektu (Project reference), Nazev projektu (Project name), Sestavil
(Compiled by) Ize zadat libovolny popisny text.
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2.2 Specifikace ventila

V / 4
BELIMO

Select Required Valve

Clear All

N
Pattern - Application -
PICCY EPIY Ev . cev s ccv @ v * H I BFY
] n & &) Us O | Vg O * &)
P independ Electronic p 4 P independ Charscterized control valve  G-way charscierized  Shutoffand change-over  Globe valve Butterfly valve
characterized control valve  characterized control valve Belimo Energy Valve™ control valve ball valve
A
1o Parameter -
{ Medium Water - Flow mlh Differential Pressure kPs K
A
Clear Valve Selection
Valve Select
|
[ Connection «  MaxTemp - ps(PN) - N Leskage Rate / Leakage Class -
A
Valve Results
= =
Kis=0.25 m¥/h Kis=0.25 m¥/h Kus=0.3m3/h Kvs=0.4m3/h Kes04mih =
Type Faten  ps  FangePN  MaxTemp DN =10 DN-15 DN=10 DN-10 DN-15
BV | aw [1600kPa| P10 | 120C | [ ]
BFV | 2W |1600kPa|PNE/OSE|  120°C I I 1

Rozeviraci nabidky a vstupni pole neni nutné pouzivat v urcitém poradi.
Neni nutné vyplhovat vSechna pole, ackoliv navrhy ventill Ize dale omezit pomoci UplnéjSich
Gdaja, které se zadavaiji v pfislusnych polich.

Zadané a vybrané udaje Ize upravit nebo zrusit.

2.3 Navrh parnich aplikaci

Select Required Valve

Pattern

FICCY EFIV
B & o ’@

Application Cortrol Valve

W U
o

oV #

D# CDVe;‘I\:g

i T

~

P 4 Characterized control valve  6-way characterized ~ Shutoff and change-over  Globe valve Buterfly valve
characterized control valve  characterized control valve Belimo Energy Valve™ control valve ball valve
J
[ Medium Steam - Flow Ko/ Inlet Fressure kPa  Qutlet Fressure kPa Ky ]
Clear Valve Selection
Valve Selection
[ Connection - ps (FN) ~ DN v Leakage Rate/ Leakage Class - ]

Valve Results

|
| Type Pattem ps Aange PN Max Temp |
I 1

UZivatelské rozhrani parnich aplikaci se od ilustrace vy$e odliSuje pouze mirné. Jsou zde k
dispozici dalSi vstupni pole, jako je napfiklad Vstupni tlak (Absolutni) a Vystupni tlak (Absolutni).
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2.4 Navrh tlakové nezavislého regula¢niho ventilu

Select Required Valve

Preselecti =
Pattern - Application -
PICCYV EPIV BV ﬁﬁ)‘ ccv T ccv ¢ cv & £ H - BFW
Sy T TR Tbes T bl @ T
P indh o Electronic pi ind o P d o Characterized control valve 6-way characterized  Shut-off and change-over Globe valve Butterfly valve
characterized control valve  characterized control valve Belimo Energy Valve™ control valve ball valve
\ J
jon P ter ‘Q
[ Medium Water - Flow Iis Differential Pressure pindep. kPa

Clear Valve Selection

Valve Selection
( Cennection v  Max Temp * ps(PN) ~ DN ~  Leakage Rate / Leakage Class - ]

Uzivatelské rozhrani tlakové nezavislych aplikaci se odliSuje jen mirné, protoze pro stanoveni
rozmérl tlakové nezavislych ventill je nutny pouze maximalni pozadovany pratok.

Tlakovy rozdil vybraného ventilu se nezobrazuje. Kromé toho se pritok ventilu zadava v I/s misto
hodnoty Kvs.

2.5 Vybér ventilu

Clear Valve Selection

Valve Selection
( Connection «  Max Temp ~ ps(PN) ~ DN ~  Leakage Rate / Leakage Class - ]
Valve Results
() ]
Kis=16m3/h Kys=16m3/h Kis=16m3/h Kvs=25m3/h Kys=25 m3/h
Type Patem  ps  FangePN  Max Temp DN =20 DN =32 DN =40 DN = 40 DN =50
ccv | 2w | e00kPa | PNB 100°C REIRIEEI L) R6MOR25-B3 A
CCV | 3W | 600kPa | FPNG 100°C R7040R16-83 | R7050R25-83 N
CCV | 2w | 1600kPa 100°C R438 N R433 N Radg A
cCV | 3W | 1600KPa 100 °C R53& R548
CCV | 2W | 1600KPa 120°C RZD40-1653 R2040.25.53 )~ R2050-2554
cCV | 3W | 1600KPa 120°C RI040-16.53 R3040.25-54 R3050-2554
CCV | 2W | 2700KPa 130°C R415D J§|

Zobrazuji se vSechny navrhované ventily, které Ize vybrat kliknutim.
Zobrazuje-li se nékolik produktd, mizete kliknutim na Sipky vlevo («) a vpravo (») prochazet zpét a
vpfed.
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2.6 Vybér akénich lent

Select Suitable Actuator for R3040-25-54

Clesr Actustor Selection
Actuator Selection ~
Control Type +  Built-In Ausc Switch - SsfetyFuncion = Mominal Voltage -
Runing Time - Close Off -
'
Part Number Nominal Voltags Control Typs Tomus/Forss  Runring Time / Actusting Tms P Protection  Ssfety Posiion  Audlary Switchiss) Itemal  Closing Pressurs -
SR230A 230 VAC Open/Close, 3point | 20 Nm 305 P 54 Non-Fail Safe: 1400 kPa
SR2I0A-S 1| 230 vac Open/Closs, Fpoint |20 Hm 90s 1P 54 Nor-Fail Safs e 1400 kPa =
SR230P g 230 VAC Open/Close, 3paint |20 Nm 90s IP 66/67 Non-Fail Safe 1400 kPa
SR24A 24 VAC/VDC Open/Close, Fpoint | 20 Nm 90s 1P 54 Non-Fail Safe 1400 kFa
SR2ALON 24 VAC/DC LON 20 m 90s 1P 54 Nor-Fail Safs 1400 kPa
SRZ4AMP 13| 24 vacamc WP Bus 20Nm 90s P 54 Non-Fail Safe 1400kPa
SRZAS 24VACVDC Open/Close. Tpoint | 20 Nm 90s IP 54 Nen-Fail Safe One 1400 kFa
SR24ASR 24 VAC/VDC e 210V 20 Nm 903 IP 54 Non-Fail Safe: 1400 kFa
SR2P 12| 24 vacvoc Open/Closs., Fpoint |20 Hm 90s 1P B&/6T Hor-Fail Safs 1400 kPa
SR24P-SR 13 24 vacioc DC 210V 20Nm 90s IP B6/67 Non-Fail Safe 1400 kFa
SRC24ASR 24 VAC/VDC DC 210V 20Nm 53 1P 54 Non-Fail Safe 1400 kPa ‘-

Zobrazuji se pouze akéni Cleny, které jsou vhodné pro pfisludny pfidany ventil.

Neni nutné vyplfiovat vSechna pole, ackoliv navrhy akéniho &lenu Ize dale omezit pomoci
uplnéjsich udaju, které se zadavaiji v pfislusnych polich.
Zadané a vybrané udaje |ze upravit nebo zrusit.

2.7 Seznam projektu

Select Suitable Actuator for R3040-25-54

Actuator Selection

-
Control Type +  Built-In Aux Switch +  Safety Function ~  Mominal Voltage -
Running Time - Close Off -
\
P
Part Number Wominal Vakage Cortrel Type Torque/Force  Rurming Time / Actusting Time P Protection  Safety Posion  Audlary Switchies) Infemal  Closing Pressurs B

srzion & 230 VAC Open/Close, Tpaint | 20 Nm %05 P 54 Nor-Fail Safe 1400 kPa

SR2I0AS 13230 vac Opsn/Closs, point | 20 him s P 54 Nor-Fail Safs Ons 1400 kPs =

SR230P 230VAC Open/Close, 3paint | 20 Nm 90s IF 66/57 Non-Fail Safe 1400 kFa

SRo4A 24 VACATC Opsn/Close, Fpoint | 20 him s P54 Nor-Fail Safs 1400 kPs

SRAALON 13|24 vacvme LoN 20 Nm s P54 Nor-Fail Safe 1400 kFs

SR2AAMF 24 VAC/VDC WP Bus 20Nm 0s P54 Non-Fail Safe 1400 kFa

SR2AS 13|24 vacamc Opsn/Closs, Fpoint | 20 him s P54 Nor-Fail Safs Ons 1400 kPs

SR2ASR 24 VACAVDC DC 210V 20 Nm 90s IF 54 Non-Fail Safe 1400 kFa

Sraap 24 VACATC Opsn/Close, Fpoint | 20 him s P 66/67 Nor-Fail Safs 1400 kPs

SRAP-SR 13|24 vacme DC 210V 20 Nm s P 66/67 Nor-Fail Safs 1400kPs

SRC24ASR 24 VAC/VDC DCZ10v 20Nm s P54 Non-Fail Safe 1400 kFa i
[ Ada To Schedule || Update Schedule

Product Schedule
Vieter [ Staam | Fresours ndperdent TR E=THIoEE ~ | Select Custom Aftributes

] Valve Feg. kv N Valve Actual Close Off Valve Actuatar
Pos Material No. Gy  Tag  Datashest Patiem Flow dpv mam] Size Kvs dpv Pressure [kPa] Material No. Material No.
FIESN R3040-25-54+5R2304 |1 w 9.00m3h 15.0kFa 2324 40 ] 130kPa | 1400KPa RI40Z554  |SRIIA

Kombinaci Ize do seznamu projektu pfidat vybérem poZzadovaného akéniho ¢lenu dvojitym
kliknutim nebo kliknutim na tlacitko ,Pfidat do seznamu projektu® (Add to project list).
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2.8 Voda, para, tlakové nezavislé

Show Custom Attributes v | Select Custom Affributes

Water | Steam | Pressure Independent |
Valve Req Kv DN Valve Actual Close Off Valve Actuator
Pos Material No Gty  Tag  Datasheet Pattem Flow dpv ] Size Kus dpv Pressure [kPal Material No Material No
1 R3040-25-54+5R230A | 1 w 300m3/m 150kPa 23.24 0 2 130kPa | 1400kPs R30402554 | SR20A

Formular projektu obsahuije tfi karty — Voda, Para a Tlakové nezavislé (Water, Steam and
Pressure-independent). Ventily vybrané pro tyto aplikace se zobrazuji na pfislusnych formulafich.

2.9 Zobrazit vlastni atributy

Show Custom Attributes - Select Custom Aftributes

Water | Steam | Pressure Independent

Pos Materal No O T Dwmed  pR e v Rl DL N T TRl Mawshe v
1 R3040-25-54+5R230A | 1 w 9.00m3/h 15.0kPa|23.24 40 25 13.0kPa 1400kPa R3040-25-54 SR230A
[ setect Cortom Atrts - | Pomoci této moznosti mohou uZivatelé vybrat atribut,
= e oy ktery se bude v ramci dostupnych atributll zobrazovat.
¥ Pos
| Material No - , . ° y e . . v .
gy T Poradi atributli Ize na formulafi projektu kdykoliv zménit
| [B0stebest ,Nahoru“ nebo ,Dol(" v seznamu atribut(.
o v Atributy budou nasledné automaticky ulozeny ve
| dpv s v .
:; E:Iq&'ge oy Use Custome Attribute Name formUIarI projektu
7| Valve Kvs Custom Attribute Name
7| Valve Kvs 2
| Actual dpv
Close Off Pressure [kFa)
Ve Matral o Please be aware:
Comecken Only selected attributes will be printed and exported
ot towards Excel.
Note
[ Selectail | [ Unssiect &l OK | [ Cancel
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2.10 Volitelné prislusenstvi
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Software Belimo SelectPro™ navic obsahuje pfislusenstvi pro jednotlivé produkty. Vybrana

soucast pfisluSenstvi se zobrazi jako samostatna polozka.

Water | Steam | Pressure Independent

Show Valve Selection Ciiteria « |  Select Custom Aftributes

Actual
dpv

Valve
Kvs

Valve
Pattem

Req. kv DN
ay  Tag Datasheet dpv P &

Close Off
Pressure [kPa]

Actuator

e Torque/Force

Valve
Material No by

1 W 9.00m3/h | 15.0kPa | 23.24 40 25 13.0kPa 1400 kPa

R3040-25-54 SR230A 20 Nm | Select Accessories..

1 3w 15.0kPa 2324 40 13.0kPa 1400kPa

R3040-25-54 SR230A-5 20 Nm

Select Accessories..

Part Number Description
P10000A Feedback potentiometer 10 kOhm, add-on
P1D00A Feedback potentiometer 1 kOhm, sdd-on
P140A Feedback potentiomster 140 Ohm, add-on
P200A Feedback potentiomster 200 Ohm, add-on
P2800A Feedback potentiometer 2.8 kOhm, add-on
P5000A Feedback potertiometer 5 kOhm, add-on
[T] P500A Feedback potentiometer 500 Ohm, add-on

| S1A Audliary switch add-on, 1x SPDT

Priklad: Ventil / akéni Clen v polozce 1, pfisluSenstvi v polozce 1.1.

Product Schedule

Show Valve Selection Criteria « Select Custom Attributes
Valve Req Kv DN Valve Actual Close OF Valve, Actustor
e PEEE)S Qy  [Taa | Dotosheet Pattem o [m3/h] Size Kvs dov Pressure Pal Material No. Material No
EAES[ R3040-25.54:5R20A |1 W 300m. 150k, |2324 40 25 130kPe | 1400kPa RID2554 | SR230A
[]l1 praoa 1
[) x 2 R3040-25-54+5R230A-5 |1 3w 500m. 15.0k 2324 40 25 13.0kPa 1400 kPa R3040-25-54 SR230A-S

Dékujeme za pouzivani softwaru Belimo SelectPro™.

V pripadé dalSich dotaz( kontaktujte nasi zakaznickou sluzbu nebo se obratte na

prislusného partnera spole¢nosti Belimo.
ODKAZ na cContact Information
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