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BELIMO SelectPro™ Instructions 
 
This document details the key features of Belimo’s SelectPro™ software. For additional 
questions, please contact customer service or your local Sales Manager: 
 
Danbury, CT 1-800-543-9038  
Sparks, NV 1-800-987-9042 
Canada 1-866-805-7089 
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Upon opening the software, there is an opportunity to download all of the PDFs for the 
products that are included in the software.  This can be done in the beginning or at a 
later date. 
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After the PDFs are downloaded or CANCEL is selected, the following screen will 
appear. From this screen, clicking Damper Actuators, Valves, Retrofit, or Piping 
Package will open the appropriate form. 
 

 
 
 
This is the working screen/user interface for the Valves Sizing module.  
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This is the working screen/user interface for the Damper Actuator sizing module. 
 

 
 
 
 
This is the working screen/user interface for the Retrofit Solutions module. 
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This is the working screen/user interface for the Piping Package sizing module. 
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Key Features of SelectPro™  
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The File, Module, My Account and Help menus provide additional support and functions 
of the tool.  
 

 
 
The File Menu includes: 
New –   to start a new project 
Open –  to open an existing saved project 
Save, Save as –  used when saving a project as a .bel file type, will default to the 

Project Name as the file name 
Export to Excel –  used to export data from SelectPro™ into an excel format (see 

example below.) 
Download PDFs –  selected if the PDFs were not fully downloaded during initial 

opening of the tool 
Print –   enables print menu 
Print All PDFs –  enables printing of multiple PDFs at the same time 
Exit –    exits the tool 
 
Note: The .bel file that is created by SelectPro™ can be saved and re-accessed 
allowing projects to be edited. This file can also be e-mailed to any member of Belimo or 
from any member of Belimo. Ex: if you would like to have a project reviewed for 
accuracy or would like Belimo to complete the quote for you, the project would simply be 
saved in the .bel file and e-mailed.    
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The Module menu allows navigation between the Valve Assembly Sizing, Damper 
Actuator Sizing, Retrofit Solutions, and the Piping Package Sizing modules. 
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The My Account menu includes: 
 
Edit My Customer Information - contains user and Belimo contact information 
 
After selecting Edit My Customer Information, user contact data should be entered. 
This data will be used on the printed outputs of the tool. Please note that the customer 
multiplier information is also entered on this form. If it is not, then the projects will not 
reflect the correct pricing. 
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If you do not know your customer number or multiplier, please contact us. The customer 
number is not needed for operation of the tool. 
 
Edit Schedule Customer Information – contains schedule specific customer 
information. 
 
After selecting Edit Schedule Customer Information, the user’s customer data should 
be entered. This data will override the user data entered in Edit My Customer 
Information and will be effective for the current schedule only.  
 
Change Language – allows viewing of Americas tool and also European version of 
sizing tool. Default is Americas. 
 
Options – enables proxy server use (this is for users who use a proxy server to access 
the internet (most users will not need this).  If you are unsure if this is needed, please 
contact your local IT dept. and they should be able to assist you. 
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The Help Menu includes resource documents from Belimo including: 
SelectPro™ Instructions 
Terminology  
Spring Return Nomenclature  
Non-Spring Return Nomenclature 
Electronic Fail Safe Nomenclature 
Valve Sizing Rules 
End User License Agreement 
Contact Us 
About 
 
 
 
 
 
 
 
 
 



 

 13

 
 
 

Operation of SelectPro™ - Valve Sizing Module 
 

 
 
All valve application data is entered using this screen. The Project Reference, Project 
Name, and Created By are direct entry fields.  When uploading a .bel file onto Belimo’s 
Internet ordering system for easy ordering, the Project Reference field will link to the 
Purchase Order field.  
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If the type of valve required is known, then the Optional Pre-selection for valve sizing 
section can be utilized. This is not mandatory for selection. Simply click the valve types 
that are required. One or several valve types can be selected.  
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Use the Application Parameters and Optional Sections to enter as much information 
about the application as possible. The more information provided will yield a more 
targeted valve selection.  
 
Medium – Water or Steam 
Control – On/Off or Modulating. This will limit the valve bodies and actuators offered.  
  This selection is optional. 
Application – Pressure dependent or Pressure independent (PIV is the only PI  

valve selection) 
Flow in GPM – If the GPM is not known, select the Calc button for additional  

methods to calculate GPM.  
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Differential Pressure in PSI. Select Calc button if dP is given in ft/head. 
 

 
 
Optional Parameters: 
Requirements for differential pressure and pipe sizes can be entered. 
 

 
 
Ex: if a differential pressure of 4 PSI is entered, and “About” is selected, then the 
selections will show those valves that have approximately a 4 PSI differential pressure. If 
a differential pressure of 4 PSI is entered, and “Min” is selected, then the selections will 
show those valves that have a minimum of 4 PSI differential pressure. If a differential 
pressure of 4 PSI is entered, and “Max” is selected, then the selections will show those 
valves that have a maximum of 4 PSI differential pressure.  
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If the pipe size is known, then this can be entered. If the valve selected require a piping 
correction factor, Fp, that valve’s Cv rating will be automatically adjusted by this pipe 
size. In addition, this pipe size is used with common sizing rules. Ex: will not select a 
valve that is less than ½ the pipe size as a recommended selection. For larger pipe sizes 
(6’’ and above), will not select a valve that is less than 2 sizes smaller than the pipe size.   
 

  
 
As parameters are selected, recommended valves will be displayed in Green. The 
differential pressure through the valve will be displayed below the selection. Valve 
information, Cv ratings, valve size etc. are all displayed.  At this time, additional 
parameters can be selected in the Valve Selection area to limit selections.  If a pre-
selection is made, then the valve selection parameters will be displayed for that type of 
valve. The arrow boxes above the green selected valves can be moved to the right or 
left to show other valves. Recommended selections are in green. Not recommended 
selections are in white.  
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If the type of valve selected is a butterfly valve, then the Effective Dpv is substituted by 
the Velocity (fps). 
 

 
 
Select will be displayed for the non-ANSI rated butterfly valves. Click Select to choose 
between the HD series (200/150 psi close off) or the HDU series (50 psi close off).  
 
As a valve is selected, the available actuators for that valve will be displayed. These 
actuators can be further limited using the attribute values – Control Signal, Safety 
Function, NEMA Rating, Built-in Aux Switch, and Nominal Voltage. The Close Off 
for the combination will be displayed, or if there are several values for close-off, they can 
be selected here and will display actuators that achieve this close-off rating. If additional 
information is needed for the actuator types, select the Datasheet and the actuator PDF 
will be displayed. 
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When an actuator is selected, select the Add to Schedule button. You can add 1 
selection or press multiple times.  When this is completed, the valves will be added in 
the project form. There are 3 tabs in the project form for the valve sizing module – 
Water, Steam, Pressure Independent. The valves selected for these applications will 
display in their respective forms. 
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After the valve/actuator combination is displayed in the project form, select the Set-up 
and any additional data (such as P-codes) that are requested. When this is complete, 
the Belimo Re-Order number will display. This is the number that is recognized by our 
ordering system.  
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When there are two or more items in the schedule, multiple setups and configurations 
can be done at the same time. Select Configure Multiple, then select which items you 
would like to configure, and then choose your configuration.  
 

 
 

 
 
The attributes that are displayed on the project form are adaptable. Two pre-sets of 
information are provided.  
 

 
 
Show Selection Criteria – shows technical information (see above screen shot) 
Show Price and Notes – removes some of the valve technical information and displays 
the price and note fields. The Note field is an open entry field for your reference only.  
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Show Custom Attributes - this will allow the user to select what will be displayed from 
all available attributes and in what order. Attributes will vary based on each module.  
Please note that the attributes that are displayed on the project form will also be 
displayed when the file is printed or exported to Excel!  
 

 



 

 23

 
 
 
From the left:  
The arrow button will upload the sizing data to the top of the form for easy viewing and 
any desired modifications. When changes are completed, click Update Schedule to 
carry the changes to the project schedule. 
The X button will delete an entry.  
Pos - Numerical position on sheet (1,2,3….). The order can be modified by changing the 
numerical value. 
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Re-Order number - Part number that is recognized by Belimo ordering system. 
Qty and Tag Field - The quantity field and green tagging field are open entry fields. 
Enter the tags using the format of TAG1 ; TAG2 ; TAG3 etc.   
If the quantity of the tags does not match the quantity of the items, the following error will 
appear. “The number of tags(2) and the selected quantity(1) do not match.” 
 

 
 
Please note that when the tag field is used, it adds the cost of the tagging fee to the line 
item. If it is desired to note where a valve will be located, but not intended to have the 
item tagged, please use the Note field. 
 
Datasheet - when this is selected, the PDF will appear. 
 

  
 
 
 
SelectPro™ also includes accessories for the items. If an accessory is selected, it will be 
displayed below the valve/actuator combination. Ex: If the valve/actuator is shown on 
position 1, the accessory will be shown in position 1.1.  
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If a piping package is required for the valve selected, click on Configure Piping to the 
far right of the line item. This will bring you to the Piping Package module for the 
configuration of the piping package. Note that it only applies to 2 way CCV valves up to 
2”, 3 way CCV valves, PICCV valves up to 2”, and zone valves.  
For more details on configuring piping packages, please go to section Operation of 
SelectPro™ – Piping Package Selection Module. 
 

 
 
 
 
To select another valve, use the Clear Form button or adjust only the attributes needed 
for the next valve. Ex: GPM. The actuator selection criteria will remain on the screen 
unless the Clear Form button is clicked. 
 
The individual tab Total (Water, Steam, Pressure Independent, Damper Actuator, 
Retrofit, Piping Package) will be displayed in the lower right hand side of the screen and 
the Grand Total of all tabs (Water, Steam, Pressure Independent, Damper Actuator, 
Retrofit, Piping Package) will be displayed in the lower left hand side of the screen. 
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Operation of SelectPro™ - Damper Actuator Sizing Module 
 

 
 
In the damper actuator sizing module, the Preselection for Actuator Sizing is also 
optional. Electronic Fail Safe, Spring Return, Non-Spring Return or Linear can be 
selected to narrow down the search.  
 
Selecting Fire & Smoke will bring up the Fire & Smoke Cross Reference link, but fire & 
smoke actuators can not be selected through this software on new applications. They 
can only be factory mounted onto the damper.  
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The application information is entered in the Application Parameter area. This will 
determine the required torque for the application.  
 
Damper Type – Select rectangular or round from the drop down menu. 
Damper width and height – Enter the damper dimensions in inches.  
Area – Displays the total calculated damper area in ft² based on the dimensions entered, 
or enter the total area value if known. 
Damper blade type – Select the application’s damper blade type from the drop down 
menu. The torque load for each type is displayed based on the air flow value. The 
manufacturer’s load torque rating can also be entered if known.  
Air flow – Enter the application’s air flow value in CFM or in FPM, or select the air flow 
range from the three options available. Note that the air flow in standard HVAC 
applications is typically below 1000 FPM.  
Required Torque – Displays the total torque required for the application, or enter the 
required torque value if known.  
 
Support links (Typical value recommendations, Damper sizing formulas, Torque 
loading charts) are available for reference. 
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Once the required torque is determined, the results can be filtered down by selecting the 
following actuator attributes – Nominal Voltage, Connection, Run Time, Built-in Aux 
Switch, Control Signal and NEMA Rating (and Stroke Length for linear actuators). 
The technical data sheet for each actuator is available under the Datasheet column.  
 
A preselection has to be checked and all the actuator selection criteria have to be 
complete for SelectPro™ to recommend an actuator (in green).  
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The desired actuator is added to the schedule by clicking the Add To Schedule button, 
or with a double left mouse click on the actuator. P-code configuration is required for 
MFT type actuators.  
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Operation of SelectPro™ - Retrofit Solutions Module 
 

 
 
Unlike the previous modules, the preselection is mandatory in the retrofit module.  
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Selecting Damper will enable the damper actuator replacement application. 
 

 
 
 
Select a manufacturer from the Damper Actuator Manufacturer drop down and a 
model number from the Actuator Model Number drop down.  
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The recommended replacement will be displayed in green, and alternative 
replacements, if any, will be displayed in white. Application notes will be displayed below 
the table when applicable.  
 
Click Add To Schedule or double left mouse click on the desired actuator to add it to 
the schedule.  
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Selecting Valve will enable the valve retrofit application. 
 

 
 

 
 
In the Valve Application section, select the Valve Type, Valve Manufacturer, Valve 
Model Number, Valve Size, Close Off Pressure and Valve Pattern (if necessary). If a 
description exists for the selected valve, it will be displayed in the Valve Description 
window.  
 



 

 34

 
 
Enter the Nominal Voltage, Built-In Aux Switch, Control Signal and Type in the 
Actuator Selection section to refine the results. If all the fields are filled out, then an 
actuator and linkage combination will be recommended in green.  
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The table will display the actuator and linkage combination to achieve the close off 
pressure required or higher. The combination actuator/linkage can be added to the 
schedule or the linkage on its own by clicking Add Linkage Only.  
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Operation of SelectPro™ - Piping Package Selection Module 
 

 
 
A preselection of either Valve Piping Package or Components Only is required. If this 
module was accessed through selecting Configure Piping in the valve selection 
module, it will default to the Valve Piping Package selection. 
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Selecting Valve Piping Package will enable the application fields. 
 

 
 
Select the Valve Type, Valve Model Number, Run Out Pipe Size, Coil Size and Valve 
Location. Check the box for Extension Components Required if extended handles 
and air vents are required. Enter the Design Flow Rate for your application. An 
available range will be displayed once the Manual Balance Valve size is entered.  
The Valve Type, Valve Model Number and Valve Size fields will be filled automatically 
when this page is accessed through the selection of Configure Piping in the valve 
selection module. 
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Select the components, P/T ports, and sizes and connection type. Note some 
components are required and can not be un-selected. 
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Click Add To Schedule to add the package to the schedule. The individual components 
will be listed as sub lines to the piping package assembly. 
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Checking the Hide Sub Line Items check box will hide the separate component lines 
and only display the complete piping package line item.  
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Selecting Components Only will enable the components selection. 
 

 
 

 
 
Check the box(es) for the desired component(s), select P/T ports or extensions if 
applicable, then select the size and connection type for each component. For manual 
balance valves, a flow range also has to be selected.  
 

 
 
Click Add To Schedule to add the selected components to the schedule. The quantity 
of each component can be modified in the schedule. 
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Click on the component image at the top right corner of the page to view the product 
specification sheet. 
 
 
 

***** Please Note ****** 
 
For ordering piping packages, please contact Belimo Customer Service for processing. 
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After completion of the schedule, several options are available. 
 

1) The schedule can be saved using the Save or Save As function in the File Menu. 
This file then can be accessed at a later date, and can be e-mailed.  
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2) The schedule can be printed using the Print function in the File Menu. Please 

note that the attributes displayed on the screen will print. 
 

 
 
The print-out will consist of one section for the Water, Steam, Pressure Independent, 
Damper Actuator, Retrofit, and Piping Package tabs. Each section will have a sub-total 
and then a project total will be displayed at the bottom left of the form.  
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The Include Piping Package Drawing check box needs to be checked if the piping 
package drawing is required on the print out. 
 



 

 46

 
      
 3)  The schedule can be exported to Excel using the Export to Excel function in the 
File Menu.  Please note that the attributes displayed on the screen will be 
exported. 
 

 
 
Example of Excel Sheet.  
 
Each tab of the Schedule – Water, Steam, Pressure Independent, Damper Actuator, 
Retrofit, and Piping Package will have its own tab in Excel. 
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Schedule Upload to the Belimo Website  
 
Registered Website Users can use SelectPro™ to create orders and Product Schedules 
(these can be saved and used to create orders from) on the Belimo Website.  The 
instructions for doing so are below. 

 
***** Please Note ****** 

 
For ordering piping packages, please contact Belimo Customer Service for processing. 
 
 
To upload a SelectPro™ schedule into a web order, you first need to logon to the Belimo 
website using your login username and password information. If you do not have a login 
username, click on Registration to create an account. 
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Once you log in click Upload. 
 

 
 
 
Click on the Browse button. 
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The following window will appear. Click on the desired schedule file then click Open. 
 

 
 
 
Click Go. 
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The items in the schedule will be uploaded into the basket.  Completing the 
configurations may take a few minutes to upload completely. 
 

 
 
 
Your schedule will be added to the shopping basket. At this time, add additional items to 
order if required. Click Continue at the bottom right of the screen when all the items are 
entered and configured.  
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Complete the order information (P.O. number, ship to address, shipping method, etc..) 
and then click Continue at the bottom right.  
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General Notes:
 
The Control field for Steam applications is different than for water applications. This 
selection will allow the program to correctly size for on/off or proportional steam 
applications. In addition, steam applications require the inlet pressure for proper sizing of 
the control valve. The differential pressure will not be displayed as this requires an 
iterative solving method. 
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The user interface for Pressure Independent (PI) applications is slightly different 
because PI valves only require a GPM for sizing. The PI valves can operate between a  
5 - 50 PSI differential so this field is not required for selection. The differential pressure 
of the selected valve will not be displayed.  Also, the Flow of the valve instead of the Cv 
rating is listed as this is a pressure independent valve.   
 

 
 
 
 
 
 
 
 
 
Thank You for using Belimo’s SelectPro™ 
 
This document details the key features of Belimo’s SelectPro™ software. For additional 
questions, please contact customer service or your local Sales Manager: 
 
Danbury, CT 1-800-543-9038  
Sparks, NV 1-800-987-9042 
Canada 1-866-805-7089 
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